§2.954

merger of the grantee, the new manu-
facturer or importer shall bear the re-
sponsibility of continued compliance of
the equipment.

(d) Verified equipment shall be
reverified if any modification or
change adversely affects the emanation
characteristics of the modified equip-
ment. The party designated in §2.909
bears responsibility for continued com-
pliance of subsequently produced
equipment.

[39 FR 5919, Feb. 15, 1974, as amended at 62
FR 10472, Mar. 7, 1997]

§2.954 Identification.

Devices subject only to verification
shall be uniquely identified by the per-
son responsible for marketing or im-
porting the equipment within the
United States. However, the identifica-
tion shall not be of a format which
could be confused with the FCC Identi-
fier required on certified, notified or
type accepted equipment. The importer
or manufacturer shall maintain ade-
quate identification records to facili-
tate positive identification for each
verified device.

[62 FR 10472, Mar. 7, 1997]

§2.955 Retention of records.

(a) For each equipment subject to
verification, the responsible party, as
shown in §2.909 shall maintain the
records listed as follows:

(1) A record of the original design
drawings and specifications and all
changes that have been made that may
affect compliance with the require-
ments of §2.953.

(2) A record of the procedures used
for production inspection and testing
(if tests were performed) to insure the
conformance required by §2.953.
(Statistical production line emission
testing is not required.)

(3) A record of the measurements
made on an appropriate test site that
demonstrates compliance with the ap-
plicable regulations in this chapter.
The record shall:

(1) Indicate the actual date all test-
ing was performed;

(i1) State the name of the test labora-
tory, company, or individual per-
forming the verification testing. The
Commission may request additional in-
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formation regarding the test site, the
test equipment or the qualifications of
the company or individual performing
the verification tests;

(iii) Contain a description of how the
device was actually tested, identifying
the measurement procedure and test
equipment that was used;

(iv) Contain a description of the
equipment under test (EUT) and sup-
port equipment connected to, or in-
stalled within, the EUT;

(v) Identify the EUT and support
equipment by trade name and model
number and, if appropriate, by FCC
Identifier and serial number;

(vi) Indicate the types and lengths of
connecting cables used and how they
were arranged or moved during testing;

(vii) Contain at least two drawings or
photographs showing the test set-up
for the highest line conducted emission
and showing the test set-up for the
highest radiated emission. These draw-
ings or photographs must show enough
detail to confirm other information
contained in the test report. Any pho-
tographs used must be focused origi-
nals without glare or dark spots and
must clearly show the test configura-
tion used;

(viii) List all modifications, if any,
made to the EUT by the testing com-
pany or individual to achieve compli-
ance with the regulations in this chap-
ter;

(ix) Include all of the data required
to show compliance with the appro-
priate regulations in this chapter; and

(x) Contain, on the test report, the
signature of the individual responsible
for testing the product along with the
name and signature of an official of the
responsible party, as designated in
§2.909.

(4) For equipment subject to the pro-
visions in part 15 of this chapter, the
records shall indicate if the equipment
was verified pursuant to the transition
provisions contained in §15.37 of this
chapter.

(b) The records listed in paragraph
(a) of this section shall be retained for
two years after the manufacture of said
equipment item has been permanently
discontinued, or until the conclusion of
an investigation or a proceeding if the
manufacturer or importer is officially
notified that an investigation or any
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